### TILE PERFORMANCE DATA

#### COLORED BODY PORCELAIN TILE — Rectified Monocaliber

#### PHYSICAL PROPERTIES

<table>
<thead>
<tr>
<th>Property</th>
<th>Test ASTM</th>
<th>Method A/B/C/D</th>
<th>Result</th>
</tr>
</thead>
<tbody>
<tr>
<td>Water absorption</td>
<td>ASP C373</td>
<td>≤ 0.5%</td>
<td>COMPLY</td>
</tr>
<tr>
<td>Dynamic coefficient of friction</td>
<td>BOT 3000 test</td>
<td>≥ 0.42</td>
<td>≥ 0.42</td>
</tr>
<tr>
<td>Freeze/thaw cycling</td>
<td>ASP C1026</td>
<td>As reported</td>
<td>RESISTANT</td>
</tr>
<tr>
<td>Warpage (edge)</td>
<td>ASP C485</td>
<td>± 0.4% or ± 0.05 in</td>
<td>COMPLY</td>
</tr>
<tr>
<td>Warpage (diagonally)</td>
<td>ASP C485</td>
<td>± 0.4% or ± 0.07 in</td>
<td>COMPLY</td>
</tr>
<tr>
<td>Wedging</td>
<td>ASP C502</td>
<td>± 0.25% or ± 0.03 in</td>
<td>COMPLY</td>
</tr>
<tr>
<td>Chemical resistance</td>
<td>ASP C650</td>
<td>As reported</td>
<td>UNAFFECTED</td>
</tr>
<tr>
<td>Breaking strength</td>
<td>ASP C648</td>
<td>250 lbf or greater</td>
<td>COMPLY</td>
</tr>
<tr>
<td>Thickness</td>
<td>ASP C499</td>
<td>Range: 0.04 in</td>
<td>COMPLY</td>
</tr>
</tbody>
</table>

* Average values referred to our production and related to the matt finish of the product.

** As far as values relating to the matt finish of the product and to tests carried out by certified external laboratories whose results are available upon request at Head office, we are willing to check the lot you are interested in purchasing.

- Be sure to use tiles belonging to the same caliber.
- Test results are available on request.
- Landmark tiles can be slippery when wet. We recommend to make sure that the surface is always dry.
- The information provided can be subject to change. Please refer to lcusa.com for the latest, most accurate and up-to-date information.

---

**PROJECT**

- **FLOOR DESIGN**
  - Timeless Gray - 8"x40"

- **WALL DESIGN**
  - Timeless Gray - 8"x40"

Wood-look porcelain tiles rich in memories of the past gives a new look to contemporary living spaces recovering the exclusive flair of tradition. Every surface tells of a unique and unrepeatable past: the aged look of wood represents an exclusive added value and creates a sense of authenticity and naturalness.

**LEARN MORE ABOUT**

- Proudly Made in the USA

**www.lcusa.com**
The color of tiles depicted in this catalogue may differ from actuality. The color reproductions in this catalogue are representative only. Light and shade variations are shown in a product line. Before selecting a color, we recommend that you compare your floor representatives with a sample piece of the material to be installed.

This product is recommended with a V3 shade variation. Remember that the amount of color variation may vary from tile to tile. Inspect the product immediately upon delivery and select tiles from many boxes during installation to minimize and blend any possible color difference.

The color of tiles printed in this catalogue may differ from actual tiles. Tile color reproductions in this catalogue are representative only. Slight tone and shade variations are inherent in porcelain tiles. Before selecting a color, we recommend that you contact your local representative who will provide you with a sample piece of the requested tile.

CARE AND MAINTENANCE
Do not apply any wax or sealer to the product after installation. Regular cleaning is the best way to keep Timeless tiles looking good. Use clean, hot water (add household cleaner for more aggressive cleaning). Rinse thoroughly and dry with a soft cloth to prevent water spots.

Please visit lcusa.com for further information regarding the care and maintenance of Landmark products.

WARRANTY
Landmark guarantees that its products will meet or exceed the performance specifications set out in ANSI A137.1-2012 and in the performance specifications section of the Landmark general catalogue. For more information, please visit our website at lcusa.com.